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UVERILZRF! / UV Flatbed Printer Series
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Premium UV Flatbed Printer
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(Optional: Ricoh/Kyocera/Konica/Epson print heads = Vision Positioning = Metal Linear Encoder Scale)
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Ricoh G6 industrial high-strength steel base =~ Ground precision ball High-quality silentlinear ~ X-axis adopts linear motor
printhead: higher precision, frame, formed by high- screw: stable transmission, guides:10-15 dB noise with higher precision, faster
faster speed; optional precision gantry milling wear-resistant, precise & reduction, high repeat speed and stronger load
Kyocera/Konica/Epson,etc. and automated welding. reliable motion control. positioning, quiet stable capacity.

running.
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High-power UV LED curing Carriage anti-collisionon  High-precision Y-axis servo Independent negative- 4-zone aluminum

system with long service  both sides protects the motor — accurate pressure ink supply vacuum table,CNC milled,
life and stable curing printhead from damage positioning and stable system — constant ink hard anodized,high
performance. operation. flow, no leakage precisionsscratch resistant.
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S Z 1 DATA NAME

12&8S [ Model

FTENR~J/ Max. Print Size
¥TEN¥SEEE/ Print Resolution
1SLACE/ Printhead Config
EnafcE/ Ink Color

= IKECE/ Ink Configuration
}2{EIFIR/ Operating Environment
R §4&T/ Supported File Formats
a] %At E / Optional Configuration
RIPER{%/ RIP

7+ REE/ Media Thickness

BRE K/ Power Supply

THhE [ Power

A8 R~/ N.W. &Dim.

XfEE, R~/ G.W.&Pack. Dim.

BN/ Compatible Media

PECIFICATIONS

B ARACE TECHNICAL SPECIFICATIONS

YD-P10 £ BIUVFERFTEIMN (YD-P10 Premium UV Flatbed Printer)

1800X1000mm (1800X1000mm)

635X600 dpi / 635X900 dpi/ 635X1200 dpi/ 635X2400 dpi

HB5G6,2-81 [4~8BA]i%E] (Ricoh G6, 2-8 units [4~8 colors available])
CMYK.LC.LM.V[¥H].W[EZE] (CMYK, LC, LM,V [varnish], W [white ink])
IFRBIUVEIK[AEVOC] (Eco-Friendly UV Ink [VOC-free])

EFE20-30°C; EE40-70% (Temperature: 20-30°C; Relative Humidity: 40-70%)
TIFF .Al. PDF. EPS.JPEG (TIFF.Al. PDF. EPS.JPEG)

oL E{iL £ /B FCHE. BREREBREF (Vision Positioning, Metal Linear Encoder Scale, Static Eliminator)
PhotoPrint (PhotoPrint)

0-180mm ( Media Thickness: 0-180 mm)

AC220V(+10%) E24HEE  (AC 220V (£ 10%) single-phase power)

5.4KW (5.4KW)

1100KG. 3950[£]X1770[3&]X1500[@E]mm (1100KG, 3950[L] X 1770[W] X 1500[H]mm)
1350KG.4250X1980X1910mm iRZE100mm (1350KG, 4250X1980X1910mm =+ 100mm TOL.)
Al Bz £ B IR PVCHRIRSUR . TTHAR . 8. L2 /135

(Wood boards, ceramic tiles, metal sheets, PVC panels, corrugated sheets,
inorganic panels, glass, acrylic, etc.)

GeMiskLrF=gEIRE G6 NOZZLE PRODUCTION CAPACITY SPEED
e &3/ Print Mode F=8e/ Production Capacity
I ==
Print Speed FE/ Sketch 4~35m/h
(sqm/h) tr/f/ Standard 3~21ni/h
=1a&/ High Definition 2~16mi/h
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APPLICATION INDUSTRIES
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Widely used in signage (acrylic, PVC), building materials (glass, tile, marble), metal (panels, hardware), furniture (boards, canvas), gifts
(packaging, crafts), leather & fabric, electronics (cases, enclosures), and cylindrical items.

%ﬁ@l/%rcelain painting iEI%"ﬁ'JI‘Ji/glass pa nel ) fijJ/acrylic %Eg&:é*ﬁ/f&luminum-plastic panel JTl;ﬂ/ TOy

Note: Parameters & configurations subject to change without notice; actual device prevails. 1 4



