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UVEMHLZFI/UV Roll-to-Roll Printer Series

YD-R3200 EdzESc )

Wide-format Roll-to-Roll UV Printer
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(Optional: Ricoh/Kyocera/Konica Minolta printheads)
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Ricoh G6 industrial high-strength steel base = One-piece, quench stress High-quality silentlinear ~ X-axis adopts linear motor
printhead: higher precision, frame, formed by high- -relieved —rigid, anti-sag, guides:10-15 dB noise with higher precision, faster
faster speed; optional precision gantry milling stable long-term. reduction, high repeat speed and stronger load
Kyocera/Konica,etc. and automated welding. positioning, quiet stable capacity.
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High-power UV LED curing Aluminum honeycomb Premium-brand high- Negative pressure ink Reputable-brand silent
system with long service  vacuum table: CNC precision servo motors system: anti drip/break, cable chain: over 10 million
life and stable curing precision milled, hard for accuracy and stability  stable high-speed print, bend resistance, protects
performance. anodized, high precision, less nozzle clog. ink tubes & wiring.

scratch & wear resistant.
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S Z 1 DATA NAME 1% AEIE TECHNICAL SPECIFICATIONS

18IS [ Model R3200 BwEIEEYEMUVITENH], (R3200 Wide-format Roll-to-Roll UV Printer)
¥TENR~F/ Max. Print Size BRARE3200mm (Maximum width 3200 mm)

¥TEN¥ERE/ Print quality 635X2400dpi (635X2400dpi)

1BSLBCE / Printhead Config IPYLG6 (Ricoh G6)

EREBECE/ Ink Color CMYK, LC, LM, W, VBHZASE (CMYK,LC, LM, W,V can be freely combined)
15k #&/ Number of printheads 2-81M[4~8f1]%E] (2-8 PCS [4~8 colors available])

=7KAZE/ Ink Configuration IFMRBIUVEIK[AEZVOC] (Eco-Friendly UV Ink [VOC-free])

12{FIF1E/ Operating Environment mPE20-30°C; EE40-70% (Temperature: 20-30°C; Relative Humidity: 40-70%)
=|&:% 5/ Supported File Formats TIFF .Al. PDF. EPS.JPEG (TIFF.Al. PDF. EPS. JPEG)

FTEMRET/ Print mode Bl m (Unidirectional and Bidirectional)

RIPER{%/ RIP PhotoPrint (PhotoPrint)

BREE K/ Power Supply AC220V(%10%) E48H8.50/60HZ (AC 220V (+10%)single-phase.50/60Hz)
LHE /[Power 5.8kw (5.8 kW)

AE, R~/ N.W. &Dim. 2300KG, 6600[1<]X1500[F]X1600[/=]mm (2300KG, 6600[L] X 1500[W] X 1600[H]mm)
&/ Compatible Media BRRR . BELR . R CRR . CHRETR . I Z

(Soft films, wallpaper, reflective films, canvas, carpets, leather)

N &=/ Print Mode F=8E/ Production Capacit
FTEMEE i ¥
. ) .
print Speed &/ Sketch 15~101nd/h
(sqm/h) ¥rE/ Standard 7.5~58m/h
=#+a/ High Definition 7~50m/h
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Widely used for outdoor banners, lightbox film, vehicle wraps, one-way vision film; billboards, reflective film, banner flags, mesh fabric;
wallpaper, celiling film, 3D feature wall, wall decals; leather upholstery, decor art, canvas, curtains; PU leather, handbags, shopping bags,
wallets; apparel, home textiles, sofa fabric, digital prints; gift and wine boxes, PVC packs, EPE liners; and full industrial-label coverage.

ZENG/car sticker PET%RHR/PET Soft Film %T'Eihﬂ%/clemng Soft Film ﬂi’,ﬁi/Oil painting canvas PU?X'@/ PU soft pack
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Note: Parameters & configurations subject to change without notice; actual device prevails. 30



